IDAPA 58 - DEPARTMENT OF ENVIRONMENTAL QUALITY
58.01.13 — RULES FOR ORE PROCESSING BY CYANIDATION
DOCKET NO. 58-0113-1901

References for Soil Layer Thickness and Liner Construction
Methods

ADEQ (Arizona Department of Environmental Quality). 2004. Arizona Mining Guidance
Manual BADCT. Phoenix, AZ: ADEQ, Aquifer Protection Program. Publication TB 04-01.

Benson, C.H., and D.E. Daniel. 1994. “Minimum Thickness of Compacted Soil Liners: II.
Analysis and Case Histories”. Journal of Geotechnical Engineering. 120(1): 153-172.

CFR (Code of Federal Regulations). 1991. Design Criteria for Municipal Solid Waste Landfills.
40 CFR 258.40.

CFR (Code of Federal Regulations). 2018. Design Criteria for New Coal Combustion Residual
Landfills. 40 CFR 257.70.

CFR (Code of Federal Regulations). 2006. Standards for Owners and Operators of Hazardous
Waste Treatment, Storage, and Disposal Facilities, Subpart K - Surface Impoundments. 40
CFR 264.221.

CFR (Code of Federal Regulations). 2006. Standards for owners and operators of hazardous
waste treatment, storage, and disposal facilities, Subpart L — Waste Piles. 40 CFR 264.251.

EPA (United States Environmental Protection Agency). 1985. Minimum Technology Guidance
on Double Liner Systems for Landfills and Surface Impoundments — Design, Construction,
and Operation. Washington, D.C.: EPA. Report 530-SW/85-014.

EPA (United States Environmental Protection Agency). 1986. Design, Construction, And
Evaluation Of Clay Liners For Waste Management Facilities. Cincinnati, OH: EPA, Office
of Solid Waste and Emergency Response. Report 530-SW-86-007-F.

EPA (United States Environmental Protection Agency). 1988. Lining of Waste Containment and
Other Impoundment Facilities. Cincinnati, OH: EPA, Risk Reduction Engineering
Laboratory. Report 600/2-88/052.

Gassner, F.W., and B.P. Wrench. 2010. “Lined storage facilities for mine waste — considerations
and benefits.” In R Jewell & AB Fourie (eds), Proceedings of the First International Seminar
on the Reduction of Risk in the Management of Tailings and Mine Waste, Australian Centre
for Geomechanics, Perth, pp. 275-281. https://doi.org/10.36487/ACG_rep/1008 24 Gassner

Giroud, J.P. and Bonaparte, R. 1989. Leakage through Liners Constructed with Geomembranes
— Part I. Geomembrane Liners. Geotextiles and Geomembranes 8 (1) (1989) 71-111.


https://doi.org/10.36487/ACG_rep/1008_24_Gassner

IDAPA 58 - DEPARTMENT OF ENVIRONMENTAL QUALITY
58.01.13 — RULES FOR ORE PROCESSING BY CYANIDATION
DOCKET NO. 58-0113-1901

Giroud, J.P. and Bonaparte, R. 1989. Leakage through Liners Constructed with Geomembranes
— Part Il. Composite Liners. Geotextiles and Geomembranes 8 (2) (1989) 71-111.

NAC (Nevada Administrative Code). 1989. Water Controls. Minimum Design Criteria: Leach
Pads and other non-impounding surfaces designed to contain and promote horizontal flow of
process fluids. NAC 445A.434.

NAC (Nevada Administrative Code). 1989. Water Controls. Minimum Design Criteria: Ponds.
NAC 445A.435.

NAC (Nevada Administrative Code). 1989. Water Controls. Minimum Design Criteria:
Tailings Impoundments. NAC 445A.437.

NAC (Nevada Administrative Code). 1989. Water Controls. Minimum Design Criteria: Liners.
NAC 445A.438.

Kuczynski, R. 2019. E-mail Response to Idaho DEQ Questions. Regulation Branch, Bureau of
Mining Regulation and Reclamation, Nevada Division of Environmental Protection,
Department of Conservation and Natural Resources. September 11, 2019.

OAR (Oregon Administrative Rules). 2019. “Guidelines for the Design, Construction, Operation
and Closure of Chemical Mining Operations: Guidelines for Design, Construction, and
Operation of Heap-Leach Facilities.” Oregon Administrative Rules. OAR 340-043-0120.

OAR (Oregon Administrative Rules). 1992. “Guidelines for the Design, Construction, Operation
and Closure of Chemical Mining Operations: Guidelines for Disposal of Mill Tailings.”
Oregon Administrative Rules. OAR 340-043-0130.

WDNR (Wisconsin Department of Natural Resources). 2000. Guidance For The Use Of
Geosynthetic Clay Liners (GCLs) At Solid Waste Facilities. Madison, WI: WDNR, Bureau
Of Waste Management. PUBL-WA-823-00.



	References for Soil Layer Thickness and Liner Construction Methods

